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All speci�cations are subject to change without notice

HT0615e

        43" x 27" x 24"

TANK DIMENSIONS (L X W H)

UNIT DIMENSIONS (L X W H)

13" x 6" x 10" (8"LL)

3 GALLONS

    280W

 

ULTRASONIC POWER

        43" x 27" x 24"

20" x 11" x 14" (12"LL)

   840W

 

HT-2011-IPA 

11 GALLONS

All stainless steel construction

14 gauge 316L stainless steel tank, 
304 stainless steel skirt

High performance ultrasonics, universal 
“U1B” transducers

Powered by Neptune   40 kHz generator
with  sweep frequency 

Piezoelectric, metallurgically bonded 
transducers

Operating temperature: 32°F to 110°F

regulated compressed air 
- 25 p.s.i. @ 70 .f.m., cooling water - 0.5 g.p.m.

Over-temperature protection

Fusible link safety cover

Low purge pressure interlock

Purge pressure delay-on

Ultrasonic 30 minute timer

Ultrasonic cycle start

Purge system OK annunciator

Low purge pressure annunciator

Over temperature annunciator

Chiller option

OPTIONS & ACCESSORIES:  -
SS W IRE  M E SH B A SK E T  

E LE CTRO PO LISHE D TA N K   

SS PUM P &  FILTE R 

TM

Equipment has been approved for “Class I, Division I Group D, T4”  

locations when properly installed according to the National Electric Code


